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DETECTRONICDETECTRONICDETECTRONICDETECTRONIC    METALMETALMETALMETAL    DETECTORSDETECTORSDETECTORSDETECTORS
particles from free-falling bulk 
question of clogging of the free 
product is detected, the Metal 
automatic removal of contamination.
quick reject at high speed. The 
quality.  
 
DeDeDeDetectronictectronictectronictectronic    FreeFreeFreeFree    FallFallFallFall    MetalMetalMetalMetal    DetectorDetectorDetectorDetector
advanced signal processing provides
impresses with maximum metal

 
KeyKeyKeyKey    FeaturesFeaturesFeaturesFeatures    ::::    
    

1. Complete 304 Stainless Steel design
2. Hygienic IP67/69 design
3. Maintenance-free design and high
4. Optional colour touch display. 
5. Unique detection capabilities

the metal signal from the
6. Unique service friendly, with

without needing mechanical
7. Improved software algorithm
8. Software & modern interface with real time data collection and management with online 

server.  
9. Detects and separates magnetic and non

enclosed in product. 
10.  Enhanced signal-to-noise
11.  Super Sensitive Software to detect smallest of impurities.
12.  Fast response rejection system to limit the loss of good material during rejection.
13.  Strong, tough and reliable machines build to survive in ev
14.  Suitable for quality inspection of compounds such as granules before packing.
15.  The reject unit has no critical edges and hence no clogging of the free flowing powder at 

any edges. 
16.  Short height and compact design, can be easily int

the requirement.  
 

 

DETECTORSDETECTORSDETECTORSDETECTORS can detect and separate magnetic and
 materials. The reject unit has no critical 
 flowing powder at any edges. When metal
 Detector model 606-140 sends a signal to

contamination. The reject valve is equipped with a pneumatic
 lining of the reject valve is made of flat plastic

DetectorDetectorDetectorDetector    is a highly sensitive and robust 
provides high and accurate detection levels and

metal sensitivity and operational reliability. 

Complete 304 Stainless Steel design. Option available in 316. 
design. 

free design and high-quality construction. 
colour touch display.  

capabilities based on based on a new mapping technology
the product and allows a higher detection level.

with minimum downtime due to easy changeover
mechanical balancing.  

algorithm to make minimal false rejection. 
Software & modern interface with real time data collection and management with online 

Detects and separates magnetic and non-magnetic metal contamination, even when 

noise-ratio minimises electromagnetic pollution and vibrations.
Super Sensitive Software to detect smallest of impurities. 
Fast response rejection system to limit the loss of good material during rejection.
Strong, tough and reliable machines build to survive in every industry, every environment.

uitable for quality inspection of compounds such as granules before packing.
The reject unit has no critical edges and hence no clogging of the free flowing powder at 

Short height and compact design, can be easily integrated in the production lines as per 

and non-magnetic metal 
 edges and hence no 

metal contamination in the 
to the reject valve for 
pneumatic cylinder for 

plastic in FDA approved 

 metal detector. Our 
and our metal detector 

technology that isolates 
level.  

changeover of electronics 

Software & modern interface with real time data collection and management with online 

magnetic metal contamination, even when 

mises electromagnetic pollution and vibrations. 

Fast response rejection system to limit the loss of good material during rejection. 
ustry, every environment. 

uitable for quality inspection of compounds such as granules before packing. 
The reject unit has no critical edges and hence no clogging of the free flowing powder at 

egrated in the production lines as per 


